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The Professionals' Source For Hard-to-Find Computer Parts 



FCC COMPLIANCE STATEMENT 



This equipment has been tested and found to comply with the limits for a Class A 
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful interference in a residential installation. 
This equipment generates, uses and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions, may cause harmful interference 
to radio communications. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause harmful interference to 
radio or television reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference by one or more of the 
following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from that to which the 
receiver is connected. 

• Consult the dealer or an experienced radio/TV technician for help. 



Table of Contents 

Introduction 2 

Installation 3 

Monitoring Your Media Converter 4 

Using the Loop-Back Testing Feature 5 

The Link-Loss-Forwarding Application 5 

Technical Specifications 6 

Technical Support 7 

Warranty Information 7 



Introduction 



Thank you for purchasing a StarTech.com 10/100 Mbps multi-mode Fast Ethernet media 
converter. Now you can switch from fiber optic to UTP cables and vice versa. Simply 
plug your fiber optic cables into the two fiber optic ports (ET9110SC for cables with SC 
connectors, ET9110ST for cables with ST connectors) and your UTP cable into the RJ-45 
port and your data transfers seamlessly between lOBaseT/lOOBaseTX and 100BaseFX 
Fast Ethernet standards. The converter also supports automatic full- and half-duplex 
modes so that your network will always be operating at its maximum speed. 



Features 

• Converts fiber optic data to UTP data and vice versa 

• Supports lOBaseT/ 100BaseTX and 100BaseFX Fast Ethernet standards 

• Full wire speed 148,800 packet per second throughput that prevents bottlenecks 

• Supports fiber optic transmission up to 2 km 

• Supports full- and half-duplex operating modes 

• The back cover can be removed and the unit can then be installed into a 3U media 
converter chassis 

• Backed by StarTech.com's one-year warranty 



Before You Begin 

To ensure a quick and easy device installation, please read through this section carefully 
before attempting to install the media converter. 



WARNING! The media converter must be installed and operated in an environment 
with temperatures between 32-158°F (0-70°C) and humidity levels of 10-90% (non- 
condensing). Make sure that the switch is kept away from heating sources. Do not place 
any objects on top of the device. Make sure that no water or moisture enters the unit. If 
necessary, use a dehumidifier to reduce humidity near the device. 

Requirements 

You must be using Category 5 or above UTP media cables and 62.5/125 multimode fiber 
optic cables with ST or SC connectors in order to use this device. 

NOTE: StarTech.com carries a wide range of Cat5 UTP and fiber optic cables to suit your 
networking needs. Visit www.startech.com and click on the "Networking" tab for 
product information, as well as ideas and suggestions on setting up your network. 



